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MODEL
MAX

INPUT 
TORQUE 

(lb-ft)

MAX 
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SPEED
(RPM)

OUTPUT ROTATION
RATIO

RANGE

SAE BELL 
HSG
SIZE

#

INPUT 
COUPLING
SAE SIZESAME

AS INPUT
ANTI

INPUT

AR2053A 400 3000 X 1.0 to 3.94 4, 3, 2 To SAE 11 in.

AR2053E 300 3000 X 1.5 to 4.0 4, 3, 2 To SAE 11 in.

SR700A 650 2500 X 1.5 to 2.0 1 To SAE 14 in.

SR700E 650 2500 X 1.43 to 1.95 1 To SAE 14 in.

SR2A 800 3000 X 1.0 to 3.07 1, 2, 3 To SAE 11 in.

SR2E 600 3000 X 1.42 to 3.0 1, 2, 3 To SAE 14 in.

SR3A 1400 3000 X 1.0 to 3.04 0, 1, 2 To SAE 18 in.

SR3E 900 3000 X 1.2 to 3.0 0, 1, 2 To SAE 18 in.

GR15A 1450 2350 X 1.08 to 2.46 00, 1/2, 0, 1 To SAE 24 in.

GR15E 1450 2300 X 1.28 to 2.43 00, 1/2, 0, 1 To SAE 24 in.

GR16A 1650 2200 X 1.5 to 3.0 00, 1/2, 0, 1 To SAE 24 in.

GR16E 1650 2200 X 1.5 to 3.0 00, 1/2, 0, 1 To SAE 24 in.

GR1600A 3000 2200 X 1.35 to 3.07 00, 1/2, 0, 1 To SAE 24 in.

GR1600E 2600 2200 X 1.28 to 3.0 00, 1/2, 0, 1 To SAE 24 in.

GR3200A 5500 2200 X 1.19 to 2.89 00, 0 To SAE 24 in.

GR3200E 4500 2200 X 1.2 to 3.13 00, 0 To SAE 24 in.
 High Ratio Speed Reducers 

SR12A 750 2500 X 1.03 to 3.87 0, 1, 2 To SAE 18 in.

SR12E 750 2500 X 1.3 to 3.92 0, 1, 2 To SAE 18 in. 

SR2030A 750 2500 X 3.45 to 5.17 0, 1, 2, 3 To SAE 18 in.

SR2030E 750 2500 X 3.22 to 5.20 0, 1, 2, 3 To SAE 18 in.

SR972A 1000 2200 X 3.49 to 6.25 0, 1 To SAE 18 in.

SR972E 1000 2200 X 3.09 to 6.25 0, 1 To SAE 18 in.

SR2031 1150 2500 X 3.5 to 7.05 0, 1 To SAE 18 in.

GR975200 2400 2200 X 3.49 to 6.58 00, 0, 1 To SAE 24 in.
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